
RIVER FLOW PROCESSES

Trial Exam

October 31, 2021

Name:

Student Number:

- This is a closed book exam, hence readers, lecture notes and similar are not allowed
during the exam. You are allowed to have only pens, ruler, calculator, dictionary and
snacks/drinks on your desk. A formula sheet is given with the exam.

- Use a black or blue pen. Do not use a pencil or a red pen.

- You can write your answers below the questions in this document and at the back of each
page.

- The numbers in the parentheses next to the questions indicate the number of points to
be earned with each question. The total number of points is 100.

- Given data for the exam:

Gravitational acceleration: g = 9.81 m/s2

Density of water: ρ = 1000 kg/m3

Density of sediment: ρs = 2650 kg/m3

Kinematic viscosity of water: ν = 10−6 m2/s
von Karman constant: κ = 0.41
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1. (10 points) Name the following set of equations and provide an explanation of the physical
meaning of the groups of terms indicated by the numbers below the equations:
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Answer:

2. (10 points) When solving river engineering problems the Reynolds’ averaging is applied to
the hydrodynamic variables. Explain what the Reynolds’ averaging is and why it is needed
to solve river engineering problems.

Answer:
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3. (25 points) A dam is constructed for electricity production. The dam blocks a river and
creates a lake with a surface area of 50 km2 and an average depth of 30 m. The river is in
equilibrium and has an average discharge of 1500 m3/s and a width of 150 m. The bed sed-
iment of the river is relatively uniform and the median grain size is 0.2 mm. The roughness
is described with a Chezy coefficient of 50 m1/2/s. The bed slope is 10−4. Estimate how
long it will take for the river to fill the reservoir with sediment reducing its water storage
by 50%. You can assume that all sediment coming from the river is captured by the dam
reservoir, the river is very wide, and the flow is steady and uniform. The porosity (ratio
of volume of voids to total volume of sediment and voids) of the deposited sediment in the
reservoir is ε = 0.4.

Answer:

River Flow Processes 3 of 6



4. (30 points) Consider a very wide river in equilibrium under steady and uniform flow con-
ditions. During a flood event, the average flow depth is 5.5 m and the bed slope is 2 · 10−4.
The median sediment diameter is 0.2 mm and the Chezy coefficient is 50 m1/2/s.

(a) What is meant by the term ‘settling velocity of a sediment particle’? Calculate its value
for the given conditions.

(b) Generally, in the presence of bed forms in a river, the total bed shear stress is partitioned
into two components. Which are they?

(c) Calculate the flow velocity with the Chezy equation. Using Figure 1 for bed form
classification, what type of bed forms do you observe (shown also in Figure 2) for the given
flow conditions? What does this tell you about the partitioning of the bed shear stress?

(d) Assume that sediment transport can be estimated directly from the total bed shear
stress that was calculated (i.e., without being partitioned). Is this a reasonable assumption
for the type of bed forms that you estimated in (c)? Based on this assumption, how much
sediment will be transported by the river in 24 h? Examine all the validity criteria for the
sediment transport formula that you will use. Consider a river width of 150 m for this
subquestion (the river is still considered very wide).

Figure 1: Bed form classification
suggested by Simons and Richardson
(1966) (figure adapted from Garcia,
2008). The median fall diameter is
equal to the sediment median diam-
eter D50.

Figure 2: Bed forms in alluvial channels (Garcia,
2008)

Answer:
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5. (15 points) Consider a river with a bottom slope ib = 1 · 10−4 and a depth of 10 m. The
sediment has a median diameter of 0.25 mm. Use the following equation that describes the
concentration of suspended sediment across the depth with constant sediment diffusivity

c (z) = c (za) e
−6Z

z − za

h , where Z =
ws

κu∗

to determine at what relative depth, z/h, the suspended sediment concentration, c(z), has
dropped by 90% with respect to the reference concentration c(za) at a reference level za
above the bed. You can assume the height of the reference level to be negligible compared
to the depth. Assume the flow is steady and uniform under equilibrium conditions in a very
wide river.

Answer:
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6. (10 points) The figure below shows a modification of the Shields diagram together with data
from bankfull flows in rivers. In such flows there is always sediment transport; however, a

large number of data is below the Shields curve for D
3/2
∗ > 100000, implying that there is

no sediment transport. This area of the diagram corresponds to gravel-bed rivers.

Why does the Shield diagram sometimes fail to predict the initiation of sediment motion in
gravel-bed rivers?

Figure 3: Shields diagram for the initiation of sediment motion with data from bankfull flows
(figure adapted from Garcia, 2008)

Answer:

River Flow Processes 6 of 6


